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AHT BEVER

DUTCH MARINE CONTRACTORS

Name: Bever 
Call Sign: PDAA 
Port of Registry: Andijk 
Flag state: Netherlands 
Type of Vessel: DAMEN Shoalbuster 3612 
Delivery Date: May 2010 
Class: B.V. 1 3/3 Tug Unrestricted Navigation 
Mach AUT UMS 
Bollard Pull: 70 Ton

GENERAL INFORMATION

Main Engines: 2 x Caterpillar 3516 B TA/HD B
Output: 5150 Bhp 3840 Kw at 1600 rpm
Gearboxes: 2 x Reintjes WAF 873-7 455:1
Propulsion: 2 x Fixed Propeller in Optima Nozzles
Propellers: 2 x Promarin 2700 mm 5 blades
Bow Thruster: 400 Bhp Hydraulically driven

PROPULSION SYSTEM

Length o.a: 36,58 mtr 
Beam midship: 11,60 mtr 
Depth at sides: 5,25 mtr 
Draft aft Max: 4,45 mtr 
Gross Tonnage: 607 Ton 
Nett Tonnage: 182 Ton 
Displacement: 1003 Ton 
Speed: 11 Knots

MAIN DIMENSIONS

Fuel Oil: 375,0 m³
Fresh Water: 42,0 m³
Lubricating Oil: 6,5 m³
Hydraulic Oil: 6,5 m³
Gear Oil: 4,4 m³
Sewage: 25,4 m³
Dirty Oil: 5,6 m³
Bilge Water: 3,7 m³

TANK CAPACITY
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GMDSS: Certified for area A-3 
Echo Sounder: Furuno FE-700 
Radars: 2 x Furuno FAR 2117 
AIS: Furuno FA-150 
VHF-Radio: 3 x Sailor RT 5022 with DSC 
MF/HF SSB Radio: 1 x Sailor HT 5000 with DSC 
Inmarsat-C: 2 x Sailor TT 3000 EB 
Magnetic Compass: Cassens & Plath reflect 4 
Gyro Compass: Anschutz
Speed Log: Furuno DS-80 
Inmarsat-F: 1 x Sailor TT 3622 B Fleet 77 
Weather Facsimile: Furuno FAX-408 
Electronic Chart System: Transas Navigator 
SSAS: Sailor TT 3000 SSA 
GPS: 1 x Furuno GP-50, 1 x Furuno GP-32 
Autopilot: RZ Seapilot 75

NAUTICAL EQUIPMENT

Details of the equipment offered by DMC is done in good faith and believed to be correct but cannot be guaranteed. 
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Generator Sets: 2 x Caterpillar C-9 TA 269 
Capacity: 2 x 150 KVA 50 Hz 230 - 440 Volt 
Hydraulic Set: 1 x Caterpillar C-18 TA 448 Kw at 1800 rpm 
Emergency Hydraulic Pump: Electrically Driven 15 Kw 400 Volt 
Fuel Oil Transfer Pump: Electrically Driven 50m3/hr at 2.0 bar 
Fresh Water Transfer Pump: Electrically Driven 50m3/hr at 2.0 bar 
Fresh Water Distiller: HEM 6000 ltr/24 hr
Fuel Oil Purifier: Alfa Laval MAB 104 1950ltr/hr
Air Compressor: ALUP SCK 10-8 output 13 bar

AUXILIARY EQUIPMENT

AHT Winch: Ridderinkhof waterfall winch R-AHW-H-1000/700, 
Driven by 2 x Staffa HMC 125 dual displacement hydraulic motors 
Towing Drum: 70 Ton at 10.0 mtr/min, 12 Ton at 28,8 mtr/min - Brake holding power 175 Ton 
Anchor Handling Drum: 100 Ton at 7,0 mtr/min, 12 Ton at 28,8 mtr/min - Brake holding power 190 Ton 
Wire Capacity: 1000 mtr on both Towing and Anchor handling drum 
Storage Drum: Ridderinkhof R-SR-H-50/1 Wire capacity 1000 mtr 
Deck Crane: Heila HLRM 170-4 SL Remote Controlled
Tugger Winch: Brevini 8 Ton at 6 mtr/min 
Capstan: Ridderinkhof 5 ton at 10mtr/min 
Towing Pins: 1 Set Karmoy Towing pins SWL 230 Ton + Karm Fork SWL 500 Ton 
Stern Roller: Diameter 2000 mm, length 5000 mm SWL 150 Ton
Pushbow: 1500 mm 
Salvage Pumps: Grindex 3200 liter/min, various air driven pumps

DECK EQUIPMENT
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